


















Idaho Department of Environmental Quality § 401 Water Quality Certification 

3. Activities in spawning areas must be avoided to the maximum extent practicable. 
4. Work in waters of the state is restricted to areas specified in the application. 

3.6 Vegetation Protection and Restoration 

The following conditions protect beneficial uses according to Idaho's water quality standards, 
including without limitation IDAPA 58.01.02.051, IDAPA 58.01.02.200, IDAPA 58.01.02.250, 
IDAPA 58.01.02.253, and IDAPA 58.01.02.400. 

1. To the maximum extent practical, staging areas and access points should be placed in 
open, upland areas. 

2. If authorized work results in unavoidable vegetative disturbance, native riparian and 
wetland vegetation must be successfully reestablished to benefit water quality at pre
project levels or improved at the completion of authorized work. 

3. Existing tree and shrub species that currently exist along the riverbank must be 
preserved to the maximum extent to help additional bank stability and maintain riparian 
habitat functions. 

4. As per the application, native riparian vegetation will be successfully reestablished 
throughout the project area to function for water quality benefit. This should occur 
during the construction phase of the project where necessary (for example, woody 
vegetation will be installed in three rows running parallel to the flow of the river along 
the length of the project) and restored/placed in other areas when major earthwork is 
complete. 

3. 7 Management of Hazardous or Deleterious Materials 

The following conditions protect beneficial uses according to Idaho's water quality standards, 
including without limitation IDAPA 58.01.02.051, IDAPA 58.01.02.080, IDAPA 58.01.02.200, 
IDAPA 58.01.02.400, IDAPA 58.01.02.800, and IDAPA 58.01.02.850. 

1. Petroleum products and hazardous, toxic, and/or deleterious materials must not be 
stored, disposed of, or accumulated adjacent to or in the immediate vicinity of waters of 
the state. Adequate measures and controls must ensure that those materials will not 
enter waters of the state because of high water, precipitation runoff, wind, storage 
facility failure, accidents in operation, or unauthorized third-party activities. 

2. Secondary containment is required for chemical materials. 
3. Vegetable-based hydraulic fluid should be used on equipment operating in or directly 

adjacent to the channel if this fluid is available. 
4. Daily inspections of all fluid systems on equipment to be used in or near waters of the 

state must ensure no leaks or potential leaks exist before equipment use. A logbook of 
daily equipment inspections must be kept on site and provided to DEQ upon request. 

5. Equipment and machinery must be removed from the vicinity of the waters of the state 
before refueling, repair, and/or maintenance. 

6. Emergency spill response procedures must be in place and include a spill response kit 
(e.g., oil absorbent booms or other equipment). 
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7. If an unauthorized release of hazardous material to state waters or to land occurs and 
there is a likelihood it will enter state waters, the responsible persons in charge must: 

a. Make every reasonable effort to abate and stop a continuing spill. 

b. Make every reasonable effort to contain spilled material so it will not reach surface 
or ground waters of the state. 

c. Call 911 if immediate assistance is required to control, contain, or clean up the spill. 
If no assistance is needed in cleaning up the spill, contact the appropriate DEQ 
regional office during normal working hours or Idaho State Communications Center 
after normal working hours (1-800-632-8000). If the spilled volume is above federal 
reportable quantities, contact the National Response Center (1-800-424-8802). 

d. Contact Pocatello Regional Office: (208) 236-6160. 

8. Collect, remove, and properly dispose of spill and cleanup materials in a manner 
approved by DEQ. 

3.8 Pollutants/Toxins 

In conformance with IDAPA 58.01.02.200, the use of chemicals such as soil stabilizers, dust 
palliatives, sterilants, growth inhibitors, fertilizers, and deicing salts during construction and 
operation should be limited to the best estimate of optimum application rates. All reasonable 
measures must be taken to avoid excess application and introduction of chemicals into waters 
of the state. 

4 Required Notification 
The permittee must notify the Pocatello Regional Office when authorized work begins. 

5 Right to Appeal Final Certification 
The final § 401 Water Quality Certification may be appealed by submitting a petition to initiate 
a contested case, pursuant to Idaho Code§ 39-107(5) and the "Rules of Administrative 
Procedure before the Board of Environmental Quality" (IDAPA 58.01.23), within 35-days of the 
date of the final certification. 

Questions or comments regarding the actions taken in this certification should be directed to: 
Matt Schenk, Pocatello Regional Office at 208-479-3634, or via email at 
matthew.schenk@deq .idaho.gov. 
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